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Ref. JDT 7.02 7.02-350 7.02-400 7.02-450 7.02-500 7.02-550 7.02-600

W [mm] ouverture / Gap up to 50 50 50 / 100 50 / 100 / 150 50 / 100 / 150 50 / 100 / 150 / 200
H [mm] hauteur / Depth 99 100 101 103 104 105

S [mm] approx. 350 400 450 500 550 600
Mouvement admissible M [mm]

Accomodation of movement M [mm] +50 / -50 +50 / -50 +100 / -80 +120 / -130 +120 / -150 +170 / -180

Matériau / Material Aluminium (7.02 Alu), Acier inox (7.02 Inox) / Aluminium (7.02 Alu), stainless steel (7.02 stainless steel)

Ref. JDT 7.02 A 7.02-200 A 7.02-225 7.02-250 A 7.02-275 A 7.02-300 A 7.02-325 A 7.02-350 A 7.02-375 A 7.02-400 A

W [mm] ouverture / Gap up to 50 50 50 50 / 100 50 / 100 
150

50 / 100 
150

50 / 100 
150

50 / 100 
150

50 / 100 
150 / 200

H [mm] hauteur / Depth 174 175 176 178 179 180 182 183 184
S [mm] approx. 200 225 250 275 300 325 350 375 400

Mouvement admissible M [mm]
Accomodation of movement M [mm] +35 / -15 +35 / -30 +35 / -50 +60 / -50 +60 / -50 +60 / -110 +60 / -130 +60 / -150 +85 / -150

Matériau / Material Aluminium (7.02 Alu), Acier inox (7.02 Inox) / Aluminium (7.02 Alu), stainless steel (7.02 stainless steel)

Joint de toiture 
Roof joint

Series JDT 7.02

Joint de toiture
Roof joint
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Plat Flat

JDT 7.02

Angle Angle

JDT 7.02 A

Joint technique destiné à traiter efficacement et 
durablement la fermeture des joints de dilatation de 
toitures.

Technical joint for efficient and durable covering of roof 
expansion joints.
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