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Série JDH 5.22 / 5.24
Avec protection inox / With stainless steel protection

Joint de dilatation de sol étanche spécial parkings 
avec protection en acier inox. Très résistant au 
trafic intense de véhicules, aux aggressions 
chimiques, aux hydrocarbures, etc.
Parfaitement adapté pour les parkings, rampes 
d’accès, esplanades, et tout autre lieu avec 
circulation ou non de véhicules à faible vitesse 
nécessitant un joint de dilatation étanche. 
Fixations invisibles. Insert interchangeable 
soudable. 

Joint de dilatation étanche
Watertight expansion joint

Watertight floor expansion joint specially recommended for carparks. Stainless steel protection, very good resistance to intensive 
car traffic. Very resistant to chemicals and petrol. Designed for multistorey and underground exterior and interior carparks, ramps, 
podiums, pedestrian bridges, etc. Weldable insert. 

Profilé encastré
Embedded profile
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Existe aussi en version sol/mur. Floor to wall profile also available

JDH 5.22 JDH 5.24 avec protection inox totale

Réf. JDH 5.22 / 5.24 5.22-030 5.22-050 5.22-070 5.22-100 5.24-030 5.24-050 5.24-070

W [mm] ouverture / Gap up to 30 50 70 100 30 50 70

H [mm] hauteur / Depth 25 25 / 45 45 / 75 70 30 30 / 50 50 / 80

B [mm] approx. 190 220 220 470 190 220 220

S [mm] approx. 80 110 110 110 80 110 110

Mouvement admissible jusqu’à M [mm] 
Accomodation of movement up to M [mm] +15 / -15 +30 / -30 +40 / -40 +20 / -20 +15 / -15 +30 / -30 +40 / -40

Couleur de l’insert / Insert color Noir / Black

Matériau / Material Aluminium, inox, nitrile  / Aluminium, stainless steel, nitrile

Longueur standard [ml] / Standard length [lm] 4

Charge [kN] 
Load-bearing capacity [kN]

31
 kN

31
 kN

120 kN

46
 kN

300 kN


